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references

Preventa safety modules
Type XPSAFL
For Emergency stop, switch and safety light curtain 
monitoring

Operating principle
Safety modules XPSAFL meet the requirements of Performance Level PL e/Category 4 conforming to standard 
EN/ISO 13849-1.

They are used for:
 b Monitoring Emergency stop circuits conforming to standards EN/ISO 13850 and EN/IEC 60204-1.
 b Electrical monitoring of switches activated by protection devices conforming to standard EN/ISO 14119.
 b They can also be used for monitoring type 4 light curtains conforming to EN 61496-1 that have solid-state 

safety outputs. This system conforms to Performance Level PL e/Category 4 in accordance with EN/ISO 13849-1.
 b Housed in a compact enclosure, the modules have 3 safety outputs.
 b Preventa safety modules XPSAFLppppP incorporate removable terminal blocks, thus optimising machine 

maintenance.
 b To aid diagnostics, the modules have 3 LEDs on the front face which provide information on the monitoring 

circuit status.
 b The Start button monitoring function is configurable depending on the wiring.

Maximum achievable safety level 
 b PL e/Category 4 conforming to EN/ISO 13849-1
 b SILCL3 conforming to EN/IEC 61508 and EN/IEC 62061

Product certifications
 b UL
 b CSA
 b TÜV

References
Description Connection Number of  

safety circuits
Supply Reference Weight 

kg/ 
lb

Safety modules for 
Emergency stop,  
switch and safety light curtain 
monitoring

Captive screw clamp terminals
Terminal block integrated in module

3 a and 
c 24 V

XPSAFL5130 0.250/ 
0.551

Captive screw clamp terminals
Terminal block removable from 
module

3 a and
 c 24 V

XPSAFL5130P 0.250/ 
0.551

XPSAFL5130
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http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=XPSAFL5130
http://eshop.schneider-electric.com/product.aspx?org=21&lang=1&dist=276&prod_id=XPSAFL5130P
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XPS-AFL
Schéma de raccordement pour le module XPS-AFL
Wiring diagram for module XPS-AFL 
Anschlußschema für XPS-AFL

Diagnostic du système à l'aide des DEL dans le couvercle du boîtier:
System diagnotics LEDs on the front cover:
Systemdiagnose mittels LED-Anzeige im Gehäusedeckel:

Marche
Start
Start

S2

Sans surveillance du bouton de démarrage
Without monitoring of the start button
Ohne Start-Taster Überwachung

A1 S33 S34 S39 332313

Marche
Start
Start

S2

XPS-AFL

ESPE
ESPE
BWS

0V

+24V DC

A1 S33 S34 S39

A2 S12 S22

+24V Out1 Out2

OSSD1 OSSD2

0V

Surveillance d'équipements de protection électro-sensibles (ESPE)
Monitoring of electro sensitive protective equipement (ESPE)
Überwachung einer berührungslos wirkenden Schutzeinrichtung (BWS)

Surveillance d'équipements de protection électro-sensibles (ESPE), avec détec-
tion des courts-circuits par ESPE Catégorie 4
Monitoring of electro sensitive protective equipement (ESPE), with short circuit 
detection by ESPE Category 4
Überwachung einer berührungslos wirkenden Schutzeinrichtung (BWS), mit 
Querschlusserkennung durch die BWS Kategorie 4

Marche
Start
Start

Avec surveillance du bouton de démarrage
With monitoring of the start button
Mit Start-Taster Überwachung

S2

332313S39S34S33A1

Sans bouton de démarrage (démarrage automatique)
Without start button (automatic start)
Ohne Start-Taster (automatischer Start)

A1 S33 S34 S39 332313

Ouvrir le protecteur
Open the protective guard
Schutzgitter öffnen

S2

Input A Input B

Surveillance d'interrupteurs de position
Limit switch monitoring
Positionsschalterüberwachung

Protecteur (fermé)
Protective guard (closed)
Schutzgitter (geschlossen)

S1 S2

3 4 1 2

A2 S11 S12 S11 S22

Surveillance d'interrupteurs de position, sans détection des courts-circuits, 
Catégorie 3
Limit switch monitoring, without short circuit detection, Category 3
Positionsschalterüberwachung, ohne Querschlusserkennung, Kategorie 3

1 A1/A2 - Fuse

2 K1

3 K2

Disposition des DEL dans le couvercle du boîtier

Arrangement of LEDs in the cover

Anordnung der Leuchtdioden im Gehäusedeckel

DEL 1:  (A1/A2 - Fuse)

Présence tension aux bornes A1/A2. La DEL 
s'éteint, lorsqu'il n'y a plus de tension ou 
lorsque le fusible électronique est activé.

DEL 2:  (K1)

Relais K1 excité.

DEL 3:  (K2)

Relais K2 excité.

LED 1:  (A1/A2 - Fuse)

Supply voltage is present on terminals A1/A2.
The LED extinguishes if there is no supply 
voltage or the electronic fuse is activated.

LED 2:  (K1)

Relay K1 energised.

LED 3:  (K2)

Relay K2 energised.

LED 1:  (A1/A2 - Fuse)

Versorgungsspannung an den Klemmen A1/A2 
ist vorhanden. Die LED verlischt bei fehlender 
Versorgungsspannung oder Ansprechen der 
elektronischen Sicherung.

LED 2:  (K1)

Relais K1 angezogen.

LED 3:  (K2)

Relais K2 angezogen.

Embedded hyperlinks  
in catalogues  

=
direct access to 

information on the 
internet

  Wiring diagram and Functional Diagram are available on the “e-Shop” via the 
partnumber.
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Operating principle
Safety modules XPSAFL meet the requirements of Performance Level PL e/Category 4 conforming to standard 
EN/ISO 13849-1.

They are used for:
 b Monitoring Emergency stop circuits conforming to standards EN/ISO 13850 and EN/IEC 60204-1.
 b Electrical monitoring of switches activated by protection devices conforming to standard EN/ISO 14119.
 b They can also be used for monitoring type 4 light curtains conforming to EN 61496-1 that have solid-state 

safety outputs. This system conforms to Performance Level PL e/Category 4 in accordance with EN/ISO 13849-1.
 b Housed in a compact enclosure, the modules have 3 safety outputs.
 b Preventa safety modules XPSAFLppppP incorporate removable terminal blocks, thus optimising machine 

maintenance.
 b To aid diagnostics, the modules have 3 LEDs on the front face which provide information on the monitoring 

circuit status.
 b The Start button monitoring function is confi gurable depending on the wiring.

Maximum achievable safety level 
 b PLe/Category 4 conforming to EN/ISO 13849-1
 b SILCL3 conforming to EN/IEC 61508 and EN/IEC 62061

Product certifi cations
 b UL
 b CSA
 b TÜV

References
Description Connection Number of 

safety circuits
Supply Reference Weight

kg/
lb

Safety modules for 
Emergency stop, 
switch and safety light curtain 
monitoring

Captive screw clamp terminals
Terminal block integrated in module

3 a and 
c 24 V

XPSAFL5130 0.250/
0.551

Captive screw clamp terminals
Terminal block removable from 
module

3 a and
 c 24 V

XPSAFL5130P 0.250/
0.551

XPSAF5130
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   Click on “Documents & Download” 

   Click on a partnumber, the hyperlink 
opens the “e-Shop”

   Click on “Instruction sheet”
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The information provided in this documentation contains general descriptions and/or technical 
characteristics of the performance of the products contained herein.  This documentation is not 
intended as a substitute for and is not to be used for determining suitability or reliability of these 
products for specific user applications. It is the duty of any such user or integrator to perform the 
appropriate and complete risk analysis, evaluation and testing of the products with respect to the 
relevant specific application or use thereof. Neither Schneider Electric nor any of its affiliates or 
subsidiaries shall be responsible or liable for misuse of the information contained herein.

Design: Schneider Electric
Photos: Schneider Electric

Head Office
35, rue Joseph Monier
F-92500 Rueil-Malmaison
France

Schneider Electric Industries SAS

More information on 
http://www.schneider-electric.com/machinesafety

http://www.schneider-electric.com/machinesafety

